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Product

Unikraft Plus MF ST

Pure kraft produced from unbleached pulp

Basic technical description

Common use

- surface treatment (PE and Al coating, waxing)
- carrier bags and bags production
- consumer goods packaging (fruits, vegetables, flowers)

Certifications

FSC

sourcing PEFC, www.fsc.org

in
sustainably managed FSC® C120581
forests globally

www pefe.cz The mark of
L J ible forestry

Modifications

W - wet strength
U - unsized
C - extra brown coloured

Technical specifications

Grammage ISO 536 gsm 50 55 60 65 70 75 80 90 100
+4%
Breaking Length MD ISO 1924-2 | km 7,8 7,8 7,8 7,8 7,8 7,8 7,8 6,8 6,8
Breaking Length CD ISO 1924-2 | km 3,1 3,1 3,1 3,1 3,1 3,1 3,1 2,7 2,7
Tensile Strength MD 1ISO 1924-2 | kN/m 3,8 4,2 4,6 51 54 57 6,1 6,0 6,7
Tensile Strength CD 1ISO 1924-2 | kN/m 1,5 1,7 1,8 2,0 2,1 2,3 2,4 2,4 2,6
Bursting Strength, Mullen 1ISO 2758 kPa 190 210 210 230 230 250 250 270 270
Water Absorptiveness - Cobb,, | ISO 535 gsm 30 30 30 30 30 30 30 30 30
Moisture 1ISO 287 % 4-7




Product

number

Unikraft Classic Extra MF 445

Produced from combination of pure unbleached pulp 80%
and recycled fibers 20%

Basic technical description

Common use
- technical application (wrapping, void fill paper)
- carrier bags and bags production
- consumer goods packaging (fruits, vegetables, flowers)
- surface treatment (PE and Al coating, waxing)

-gm -
Certifications

PEFC

By sourcing PEFC, www.fsc.org

we are supporting

sustainably managed FSC® C120581

forests globally

ww.pefe.cz The mark of

forestry

Modifications

W - wet strength
U - unsized
C - extra brown coloured

Technical specifications

Grammage ISO 536 gsm 50 55 60 65 70 75 80 90 100
+4%
Breaking Length MD ISO 1924-2 | km 7,0 7,0 7,0 7,0 7,0 7,0 7,0 6,4 6,4
Breaking Length CD 1ISO 1924-2 | km 2,7 2,7 2,7 2,7 2,7 2,7 2,7 2,3 23
Tensile Strength MD 1ISO 1924-2 | kN/m 3,4 3,8 41 4,5 4,8 5,2 55 57 6,3
Tensile Strength CD 1ISO 1924-2 | kN/m 1,3 1,5 1,6 1,7 1,9 2,0 21 2,0 2,3
Bursting Strength, Mullen 1ISO 2758 kPa 170 190 190 210 210 230 230 250 270
Water Absorptiveness - Cobb,, | ISO 535 gsm 30 30 30 30 30 30 30 30 30
Moisture 1ISO 287 % 4-7




Product

Unikraft Classic MF e

Kraft paper produced from combination of unbleached pulp 60 %
and recycled fibres 40 %

Basic technical description

Common use
- technical application (wrapping, void fill paper)
- carrier bags and bags production
- consumer goods packaging (fruits, vegetables, flowers)
- surface treatment (PE and Al coating, waxing)

Certifications

D)
CEFC FSC

By sourcing PEFC, www.fsc.org
we are supporting

sustainably managed FSC® C120581
forests globally

. pefe.cz The mark of

forestry

Modifications

W - wet strength
U - unsized
C - extra brown coloured

Technical specifications

Grammage ISO 536 gsm 50 55 60 65 70 75 80 90 100
+4%
Breaking Length MD ISO 1924-2 | km 6,8 6,8 6,8 6,8 6,8 6,8 6,8 6,2 6,2
Breaking Length CD 1ISO 1924-2 | km 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,2 2,2
Tensile Strength MD 1ISO 1924-2 | kN/m 3,3 3,7 4,0 4,3 4,7 5,0 53 55 6,1
Tensile Strength CD 1ISO 1924-2 | kN/m 1,2 1,3 1,5 1,6 1,7 1,8 2,0 1,9 2,2
Bursting Strength, Mullen 1ISO 2758 kPa 150 170 170 200 200 220 220 240 260
Water Absorptiveness - Cobb,, | ISO 535 gsm 30 30 30 30 30 30 30 30 30
Moisture 1ISO 287 % 4-7




Product

Unikraft Alpha MF "aer

Kraft paper produced from combination of unbleached pulp 30 %
and recycled fibres 70 %

Basic technical description

Common use
- technical application (wrapping, void fill paper)
- carrier bags and bags production
- consumer goods packaging (fruits, vegetables, flowers)
- surface treatment (PE coating)

Certifications
”®)
PEFC

www.fsc.org

FSC® C120581

sustainably manage
forests globally

www pefe.cz The mark of
ible forestry

Modifications
W - wet strength
U - unsized
C - extra brown coloured

Technical specifications

Grammage ISO 536 gsm 50 55 60 65 70 75 80 90 100
+4%
Breaking Length MD 1ISO 1924-2 | km 55 55 55 55 55 55 55 55 55
Breaking Length CD 1ISO 1924-2 | km 2,4 24 2,4 2,4 2,4 2,4 2,4 2,4 2,4
Tensile Strength MD ISO 1924-2 | kN/m 2,7 3,0 3,2 3,5 3,8 4,0 4,3 4,9 54
Tensile Strength CD ISO 1924-2 | kN/m 1,2 1,3 1,4 1,5 1,6 1,8 1,9 2,1 2,4
Bursting Strength, Mullen 1ISO 2758 kPa 120 150 150 180 180 200 200 210 210
Water Absorptiveness - Cobb,, | ISO 535 gsm 35 35 35 35 35 35 35 35 35
Moisture 1ISO 287 % 4-7




Product

Unikraft Beta MF S

Kraft paper produced from 100 % dyed recycled fibres

Basic technical description

- grammage 50-100 g/m?
- working width max 2.400 mm (max 7 reels in one adjustment)

- reels width max 1.800 mm, min 300 mm

- reels diameter 800-1.250 mm

- core 70 mm, 76 mm, 100 mm, 150 mm
- joins max 3

Common use
- technical application (wrapping, void fill paper)
- carrier bags and bags production
- consumer goods packaging (fruits, vegetables, flowers)
- surface treatment (PE coating)

Certifications

FSC

www.fsc.org
FSC® C120581

The mark of
responsible forestry

Modifications

W - wet strength
U - unsized
C - extra brown coloured

Technical specifications

Properties Leestho d Unit Typical values

Grammage ISO 536 gsm 50 55 60 65 70 75 80 90 100
+4%

Breaking Length MD ISO 1924-2 | km 4,8 4.8 4,8 4,8 4,8 4,8 4,8 4,8 4,8

Breaking Length CD ISO 1924-2 | km 2,2 2,2 2,2 2,2 2,2 2,2 2,2 2,2 2,2

Tensile Strength MD ISO 1924-2 | kKN/m 2,4 2,6 2,8 3,1 3,3 3,5 3,8 4,2 47

Tensile Strength CD ISO 1924-2 | kKN/m 1,1 1,2 1,3 1,4 1,5 1,6 1,7 1,9 2,2

Bursting Strength, Mullen ISO 2758 kPa 110 130 130 160 160 180 180 200 200

Water Absorptiveness - Cobb,, | ISO 535 gsm 35 35 35 35 35 35 35 35 35

Moisture ISO 287 % 4-7

viid



Product

Unikraft Gamma MF e

Kraft paper produced from 100 % undyed recycled fibres

Basic technical description

- grammage 50-100 g/m?
- working width max 2.400 mm (max 7 reels in one adjustment)

- reels width max 1.800 mm, min 300 mm

- reels diameter 800-1.250 mm

- core 70 mm, 76 mm, 100 mm, 150 mm
- joins max 3

Common use

- technical application (wrapping, void fill paper)

- carrier bags and bags production

- consumer goods packaging (fruits, vegetables, flowers)
- surface treatment (PE coating)

Certifications

FSC

www.fsc.org
FSC® C120581

The mark of
responsible forestry

Modifications

W - wet strength
U - unsized

Technical specifications

Properties 1|\;Ieesttho d Unit Typical values

Grammage ISO 536 gsm 50 55 60 65 70 75 80 90 100
+4%

Breaking Length MD 1ISO 1924-2 | km 4,8 4.8 4,8 4,8 4,8 4,8 4,8 4,8 4,8

Breaking Length CD ISO 1924-2 | km 2,2 2,2 2,2 2,2 2,2 2,2 2,2 2,2 2,2

Tensile Strength MD ISO 1924-2 | kN/m 2,4 2,6 2,8 3,1 3,3 3,5 3,8 4,2 47

Tensile Strength CD ISO 1924-2 | kN/m 1,1 1,2 1,3 1,4 1,5 1,6 1,7 1,9 2,2

Bursting Strength, Mullen ISO 2758 kPa 110 130 130 160 160 180 180 200 200

Water Absorptiveness - Cobb,, | ISO 535 gsm 35 35 35 35 35 35 35 35 35

Moisture 1ISO 287 % 4-7
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