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Product

number

Unikraft Plus ribbed MG 650

Kraft paper produced from pure unbleached pulp

Basic technical description

Common use

- bags production
- surface treatment (PE and Al coating, waxing)
- consumer goods packaging (fruits, vegetables, flowers)
- technical application (masking, creping, packaging)
- interleaving
Certifications

D)

PEFC’

PEFC/08-33-0023

Podporuje trvale udriteiné
hospodafeni v lesich

www.pefc.cz

Modifications

W - wet strength

U - unsized

M - brown coloured

C - extra brown coloured

Technical specifications

Grammage 1ISO 536 gsm 17 18 20 22 25 30 32 35 40
+5%

Breaking Length MD 1ISO 1924-2 | km 7,5 7,5 7,5 7,5 7,5 7,5 7,5 7,5 7,5
Breaking Length CD ISO 1924-2 | km 3,0 3,0 3,0 3,0 3,0 3,0 3,0 3,0 3,0
Tensile Strength MD 1ISO 1924-2 | kN/m 1,3 1,3 1,5 1,6 1,8 2,2 2,4 2,6 29
Tensile Strength CD 1ISO 1924-2 | kN/m 0,5 0,5 0,6 0,6 0,7 0,9 0,9 1,0 1,2
Bursting Strength, Mullen 1ISO 2758 kPa 50 50 50 70 70 80 120 120 120
Water Absorptiveness - Cobb,, | 1ISO 535 gsm 25 25 25 25 25 25 25 25 25
Moisture 1ISO 287 % 4-7




Product

number

Unikraft Glassic Extra ribbed MG 653

Kraft paper produced from combination of unbleached pure pulp 80 %
and recycled fibres 20 %

Basic technical description

Common use

- bags production

- consumer goods packaging (fruits, vegetables, flowers)
- technical application (masking, creping, packaging)

- surface treatment (PE and Al coating, waxing)

Certifications

»

PEFC/08-33-0023

Podporuje trvale udriteiné
hospodareni v lesich

www.pefc.cz

Modifications

W - wet strength

U - unsized

M - brown coloured

C - extra brown coloured

Technical specifications

Grammage ISO 536 gsm 20 22 24 25 30 32 35 38 40
+5%

Breaking Length MD ISO 1924-2 | km 5,0 53 53 53 5,3 53 53 53 53

Breaking Length CD ISO 1924-2 | km 2,0 2,4 2,4 2,4 2,4 2,4 2,4 2,4 2,4

Tensile Strength MD ISO 1924-2 | KN/m 0,98 1,14 1,25 1,30 1,56 1,66 1,82 1,98 2,08

Tensile Strength CD ISO 1924-2 | kN/m 0,39 0,52 0,57 0,59 0,71 0,75 0,82 0,89 0,94

Bursting Strength ISO 2758 kPa 40 55 55 55 65 85 85 95 95

40 40 40 40 40 40

Water Absorptiveness ISO 535 gsm 40 40 40

Moisture ISO 287 % 4-7




Product

Unikraft Classic ribbed MG "53|

Kraft paper produced from combination of unbleached pure pulp 60 %
and recycled fibres 40 %

Basic technical description

Common use

- bags production

- consumer goods packaging (fruits, vegetables, flowers)
- technical application (masking, creping, packaging)

- surface treatment (PE and Al coating, waxing)

Certifications

)
DY

Podporuje trvale udrZiteiné
hospodalen v lsich
www.pefc.cz

~

Modifications

W - wet strength

U - unsized

M - brown coloured

C - extra brown coloured

Technical specifications

Grammage 1ISO 536 gsm 17 18 20 22 25 30 32 35 40
+5%

Breaking Length MD ISO 1924-2 | km 6,0 6,0 6,0 6,0 6,0 6,0 6,0 6,0 6,0
Breaking Length CD 1ISO 1924-2 | km 2,4 24 2,4 2,4 2,4 2,4 2,4 2,4 2,4
Tensile Strength MD ISO 1924-2 | kN/m 1,0 1,1 1,2 1,3 1,5 1,8 1,9 2,1 2,4
Tensile Strength CD ISO 1924-2 | kN/m 0,4 0,4 0,5 0,5 0,6 0,7 0,8 0,8 0,9
Bursting Strength, Mullen 1ISO 2758 kPa 40 40 40 50 50 60 90 90 90
Water Absorptiveness - Cobb,, | ISO 535 gsm 30 30 30 30 30 30 30 30 30
Moisture 1ISO 287 % 4-7




Product

Unikraft Alpha ribbed MG "8

Kraft paper produced from combination of unbleached pulp 30 %
and recycled fibres 70 %

Basic technical description

Common use

- bags production

- consumer goods packaging (fruits, vegetables, flowers)
- technical application (masking, creping, packaging)

- surface treatment (PE coating)

Certifications

W

PEFC

PEFC/08-33-0023
Podporuje trvale udrZiteiné
‘hospodafeni v lesich
www.pefc.cz

S

Modifications

W - wet strength

U - unsized

M - brown coloured

C - extra brown coloured

Technical specifications

Grammage ISO 536 gsm | 20 23 25 30 32 35 40 45 50 55 60 70
+5%

Breaking Length MD ISO 1924-2 | km 50 | 50 | 50 | 50 | 50 | 50 | 50 | 50 | 50 | 50 | 50 | 50
Breaking Length CD ISO 1924-2 | km 22 | 22 | 22| 22|22 | 22| 22|22 |22 22| 22| 22
Tensile Strength MD 1ISO 1924-2 | kN/m | 1,0 1,1 1,2 1,5 1,6 1,7 2,0 2,2 2,5 2,7 29 3,1
Tensile Strength CD 1ISO 1924-2 | kN/m | 0,4 0,5 0,5 0,6 0,7 0,8 0,9 1,0 1,1 1,2 1,3 1,3
Bursting Strength, Mullen 1ISO 2758 kPa 40 50 50 60 80 80 80 110 | 110 | 110 [ 110 | 110
Water Absorptiveness - Cobbs, | 1ISO 535 gsm 30 30 30 30 30 30 30 35 35 35 35 35
Moisture 1ISO 287 % 4-7




Product

Unikraft Beta ribbhed MG are el

Kraft paper produced from 100 % dyed recycled fibres

Basic technical description

- grammage 25-70 g/m?
- working width max 4.200 mm (max 14 reels in one adjustment)

- reels width max 1.800 mm, min 250 mm

- reels diameter 700-1.150 mm

- core 70 mm, 76 mm, 100 mm, 150 mm
- joins max 4

Common use

- bags production

- consumer goods packaging (fruits, vegetables, flowers)
- technical application (masking, creping, packaging)

- surface treatment (PE coating)

Certifications

=2)
N~
aEFC"

Podporuie trvale udrziteiné FSC® C120581
hospodateni v lesich

EFSC

www.fsc.org

www.pefc.cz

The mark of
\ J i

forestry

Modifications

W - wet strength

U - unsized

M - brown coloured

C - extra brown coloured

Technical specifications

Properties Leestho d Unit Typical values
Grammage ISO 536 gsm 25 32 35 37 40 45 50 55 60 70
+5%

Breaking Length MD SO 1924-2 | km 4,5 4,5 4,5 4,5 4,5 4,5 4,5 4,5 4,5 4,5
Breaking Length CD ISO 1924-2 | km 2,0 2,0 2,0 2,0 2,0 2,0 2,0 2,0 2,0 2,0
Tensile Strength MD ISO 1924-2 | kKN/m 1,1 1,4 1,5 1,6 1,8 2,0 2,2 24 2,6 2,6
Tensile Strength CD ISO 1924-2 | kKN/m 0,5 0,6 0,7 0,7 0,8 0,9 1,0 1,1 1,2 1,2
Bursting Strength, Mullen ISO 2758 kPa 40 60 60 60 60 90 90 90 90 90
Water Absorptiveness - Cobb,, | ISO 535 gsm 30 30 30 30 30 35 35 35 35 35
Moisture ISO 287 % 4-7
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Product

Unikraft Gamma ribbed MG "566

Kraft paper produced from 100 % undyed recycled fibres

Basic technical description

- grammage 25-70 g/m?
- working width max 4.200 mm (max 14 reels in one adjustment)

- reels width max 1.800 mm, min 250 mm

- reels diameter 700-1.150 mm

- core 70 mm, 76 mm, 100 mm, 150 mm
- joins max 4

Common use

- bags production

- consumer goods packaging (fruits, vegetables, flowers)
- technical application (masking, creping, packaging)

- surface treatment (PE coating)

Certifications
P
PEFC’ FSC
PEFC B www.fsc.org
FEERea]
. e v The_mar}(ocriés"y
Modifications

W - wet strength
U - unsized

Technical specifications

Properties 1|\;Ieesttho d Unit Typical values
Grammage 1ISO 536 gsm 25 32 35 37 40 45 50 55 60 70
+5%

Breaking Length MD ISO 1924-2 | km 4,5 4,5 4,5 4,5 4,5 4,5 4,5 4,5 4,5 4,5
Breaking Length CD ISO 1924-2 | km 2,0 2,0 2,0 2,0 2,0 2,0 2,0 2,0 2,0 2,0
Tensile Strength MD ISO 1924-2 | kN/m 1,1 1,4 1,5 1,6 1,8 2,0 2,2 2,4 2,6 2,6
Tensile Strength CD ISO 1924-2 | kN/m 0,5 0,6 0,7 0,7 0,8 0,9 1,0 1,1 1,2 1,2
Bursting Strength, Mullen ISO 2758 kPa 40 60 60 60 60 90 90 90 90 90
Water Absorptiveness - Cobb,, | 1ISO 535 gsm 30 30 30 30 30 35 35 35 35 35
Moisture 1ISO 287 % 4-7
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